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1 ROOF DEMOLITION PLAN

GENERAL NOTES:

THESE DRAWINGS HAVE BEEN DEVELOPED FROM AVAILABLE ORIGINAL
DRAWINGS FURNISHED BY THE OWNER AND FIELD SURVEYS. MATERIALS,
DIMENSIONS, WALL THICKNESS, ROUGH OPENINGS, PATTERNS AND THE
LIKE ARE INTERPRETATIONS OF THOSE RECORDS, AND SHALL BE FIELD
VERIFIED BY THE CONTRACTOR. ANY DISCREPANCIES SHALL BE BROUGHT
TO THE ATTENTION OF THE ARCHITECT PRIOR TO COMMENCING WITH THE
WORK.

ALL ITEMS OR ASSEMBLIES INDICATED BY A SCREENED LINE TYPE OR
NOTED "EXISTING TO REMAIN” ARE ITEMS THAT ARE CURRENTLY EXISTING
AND SHOULD NOT BE DEMOLISHED.

ITEMS OR ASSEMBLIES INDICATED BY A HEAVY DASHED LINE TYPE ARE
ELEMENTS THAT ARE TO BE REMOVED. REFER TO EACH ELEMENTS
DESCRIPTION OR DOCUMENTATION FOR MORE INFORMATION. PROTECT ALL
ITEMS THAT WILL BE SALVAGED, AND COORDINATE DELIVERY WITH OWNER.

REFER TO STRUCTURAL, MECHANICAL, PLUMBING, ELECTRICAL, AND
COMMUNICATIONS DRAWINGS FOR ADDITIONAL DEMOLITION OR BUILDING
SYSTEMS.

PROTECT ALL WORK INDICATED TO REMAIN FORM DAMAGE DURING
CONSTRUCTION. ANY MATERIALS SYSTEMS, FINISHES, COMPONENTS, AND
THE LIKE THAT ARE DAMAGED DURING CONSTRUCTION SHALL BE
REPAIRED OR REPLACED TO OWNER'S ACCEPTANCE AT CONTRACTOR’S
EXPENSE.

AT LOCATIONS WHERE A WALL TO BE REMOVED INTERSECTS A WALL TO
REMAIN, A FLUSH CLEAN SURFACE SHALL REMAIN ONCE WALL IS
REMOVED.

UPON COMPLETION OF DEMOLITION, THOROUGHLY CLEAN THE UNDERSIDE
OF FLOOR STRUCTURES, INSIDE OF ACCESSIBLE CEILING AND WALL
CAVITIES, INSIDE FIRE PLACE AND CHIMNEYS, AND ALL REMAINING
CEILING, WALL AND FLOOR SURFACES OF DUST, DIRT, AND DEBRIS.

HAZARDOUS MATERIALS WILL BE PROFESSIONALLY REMOVED PRIOR TO
COMMENCEMENT OR DEMO. REFER TO "HAZARDOUS MATERIALS
INSPECTION OF BUILDING 33: BOISE VETERANS ADMINISTRATION MEDICAL
CENTER DATED AUGUST 20-23, 2010..

MOVE ALL EXISTING SCREWS, TACKS, NAILS, AND BRACKETS FROM WALL
INDICATED TO REMAIN.

REMOVE AND DISCARD NON-ORIGINAL OAK PANELING AND TRIM FROM
WALLS AND STAIRS.

PRIOR TO COMMENCING WITH DEMOLITION ACTIVITIES EAST OF GRID LINE
'D’, INSTALL TEMPORARY PROTECTION FROM DUST AND WEATHER AT ALL
OPENINGS IN THE WALL ALONG GRID LINE ’D’. SOME OPENINGS ARE
INDICATED ON THE DRAWINGS, OTHERS WILL BE UNCOVERED DURING
DEMOLITION. ONCE THE BUILDING STRUCTURE IS REMOVED EAST OF GRID
LINE ’'D’, TEMPORARY WEATHER TIGHT PROTECTION SHALL BE
CONSTRUCTED AT ALL OPENINGS TO PROTECT MECHANICAL SYSTEM
PREVIOUSLY INSTALLED IN PHASE 1.

TEMPORARY WALLS THAT SEPARATE AREAS UNDER CONSTRUCTION
FROM OTHER AREAS MUST BE METAL STUDS AT 24”7 ON CENTER WITH
5/8” FIRE TAPED TYPE X SHEETROCK ON ONE SIDE WITH ACCESS
DOORS. TEMPORARY PARTITIONS MUST RUN FROM SLAB TO SLAB AND
FROM EXTERIOR WALL OR FIRE RATED PARTITION TO EXTERIOR WALL
OR FIRE RATED PARTITION. FIREBRICKS OR FIRE PLUGS MUST BE
USED TO SEAL PENETRATIONS IN TEMPORARY OR PERMANENT FIRE
SEPARATIONS UNTIL THEY CAN BE PROPERLY FIRE SEALED (I.E. CORE
DRILLS FOR NEW SEWER LINES PRIOR TO INSTALLATION AND FIRE
CAULKING OF SEWER LINES). INSTALL BARRIER PRIOR TO
COMMENCING DEMOLITION AND CONSTRUCTION OF EACH AFFECTED
PHASE. REMOVE BARRIER WHEN DIRECTED BY RESIDENT ENGINEER.

@® SHEET NOTES:

REMOVE AND REINSTALL EXISTING SLATE TILE AND REPLACE/REHABILITATE
ANY CRACKED, BROKEN, OR DAMAGED TILE AS NEEDED. PROTECT (E)
STRUCTURE BELOW. RE:A3.2—A3.9 FOR REPLACEMENT AND RESTORATION.

AFTER REMOVAL OF SLATE TILE REMOVE AND DISCARD EXISTING BUILT UP
ROOF. REFER TO A3.2—A3.9 FOR REPLACEMENT AND RESTORATION OF
ROOF.

RESTORE/REPLACE GUTTER, CORNICE, AND GUTTER STRAPS AS NEEDED.

REMOVE PORTION OF ROOF WHERE EXISTING BUILDING WAS REMOVED
PATCH BACK ROOF TO MATCH EXISTING.

REMOVE PORTION OF CORNICE/GUTTER SYSTEM FOR INSTALLATION OF
NEW STAIR TOWER, PATCH ROOF AS REQUIRED. CAP ENDS OF GUTTER.

EXISTING BUILT-UP ROOF, TRIM, GUTTERS, AND DOWN SPOUTS SHALL BE
REMOVED AND DISCARDED. RE: AO.2 FOR DEMOLITION OF SECOND
FLOOR.

EXISTING PORCH ROOF TO REMAIN. REMOVE AND DISCARD EXISTING ROOF
FINISH. PROVIDE ADDITIONAL ROOF SUPPORT AS REQUIRED UPON PARITIAL
DEMOLITION OF BUILDING.

PROTECT AND MAINTAIN EXISTING CHIMNEY’S. RE: STRUCTURAL FOR
ADDITONAL SUPPORT AT CHIMNEY’S.

EXISTING VENT TO REMAIN AND BE PROTECTED.

LEGEND:

_____ (E) CONSTRUCTION TO BE REMOVED

(E) CONSTRUCTION TO REMAIN
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